Contents:

1* 4ml Athos tank with A5(Penta-coil
head) preinstalled

1* Extra A3(Kanthal AF Tri-coil head)

1* Glass tube

1* Extra Drip tip

12* O-rings

1* User Manual

1* Warning Card

Before using the tank or a new
coil for the first time, 'prime’ the
coil by adding e-liquid drops on
the cotton, install the coil into
the tank, then fill the tank and stand it
upright for 5 minutes. This will avoid
burning the coil.

* Do not let the tank become completely
empty. Refill the tank to avoid dry burning
or damage to the atomizer.

Ta leam mora abou your prodis and how to usa
please visit:
Shenzhen Elgate Technology Co., Ltd.
Building 3, Xinhongtai Industrial Park, 14 Jian'an Rd,
Tangwei, Fuyong Town, Bao'an District, Shenzhen, China
Tel: +86-755-81499783

Email: service@aspirecig.com
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Dol

ospir\e®
| Athos
| USER MANUAL

| spire

Athos Tank Build
Wide bore drip tip —————= "

Delrin top cap

Metal
protective sleeve

Pyrex glass tube
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Bottom airflow %

Athos tank features

Capacity: 4ml

Top-fill

Bottom adjustable airflow

Length (including mouth piece): 58mm

Diameter: 26mm

Coil Parameter:

*0.16Q Kanthal AF penta-coil rated at
100-120W (Pre-installed)

*0.3Q Kanthal AF tri-coil head rated at
60-75W

Coil installation
| 1. Hold the tank upright, unscrew and
remove the base hardware.
| 2. Pull to remove the glass tube.
3. Unscrew and remove the used coil.
4. Attach a new coil head into the base
hardware.
5. Replace the glass tube and protective
| sleeve.

Top fill
| 1. Unscrew and remove the Delrin top

cap.
| 2. Add your preferred e-liquid through the
filling hole (not down the center
chimney).
3 Replace the top cap.
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