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Thank you for choosing IJOY! Please read this manual carefully to ensure
proper use. For additional information regarding this product or its use, please

consult your local 1JOY retailer or visit our website www.ijoycig.com

Product Introduction:

The Genie PD270is a new box mod which follows up the hottest set from 1JOY, the
captain PD270 mod, packing in a unique mod design, and it has a 234W TC chipset
from IWEPAL, powered by dual 20700 batteries, the Genie PD270 features a curved
and ergonomic design intended to fit comfortably within the user's hand during
use and RGB backlights on device make for a unique user customization. There are
5coloroptions for the lights (red, blue, green, white and mixture) which can be

programmed for different styles with digital color separation techniques. Genie
PD270 suitable for various of atomizers in the market even no overhang with 30mm
tanks. What's more there is a LED flashlight control button on the battery door which
supports the device used as a flashlight. [JOY Genie PD270 is a critically acclaimed
platform for users looking for a cool ,magic and exquisite device.

Parameter

1*1JOY Genie PD270 Box Mod(234W) 1*510 Drip Tip Adapter
[J 2% 20700 Batteries included 1*USB Cable
[J 1*1JOY Captain S SubOhm Tank 1*Manual

1* CA2 Coil 0.30hm (60-80W Pre-installed) 1*Warranty Card

1* CA3 Coil 0.250hm (60-100W)
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Specifications

Screensize: 0.96"OLED.
Size:45%25%74.7mm /1.77*0.98%2.94 inches.
Output Wattage: 5watts-234watts.

Output Voltage: 1Volts-8.0Volts.

Output Current: 1.0A-50A.

Temperature Range: 300-600°F/ 150-315C

Wattage control mode wire Resistance Range: 0.050hm-3.00hm

Power efficiency: 95%.

Fire method: Stainless steel metal stretch button.
Adjust power method: up and down button.
Upgradable firmware: YES.

Output mode: VW/TI/NI/SS and special USER Mode
LED flashlight function

RGB backlights

Personalized leather stickers
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Operation Instruction:

1. Power On/off

e Pressthefire button5timesin
quick succession to turn the device
on and off. After switch on,OLED
display GENIE logo and software

version number at stand by mode.

P

ENIE
]

Ly

(Note:
Please adjust the wattage to a properrange to match the atomizer you

used before using.

2.Vaping

While the device is power on,just keep pressing the fire button to vape
(Firing timeout: 10 Seconds)

While the device is power on, the OLED screen default display VW Mode.
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3. General Functions
Enter Into The Main Menu m Variable Wattage mode NI THESS | MT M2 | Exit

Pressthefire button 3 times to enterinto the
m SetLight Color E Intensity setting in power mode

EeRof -l TCR M1 | TCR M2 setting
CeT -Q- Standby mode and Puff counter set

main menu. Press therightand left regulatory
buttons to switch among different functions.

Press the fire button to confirm.
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4. Power Mode
In the main menu, switch to“P”setting, press fire button to confirm. Press

rightand left buttons to adjust the wattage.

Intensity Setting In Power Mode
In the main menu, switch to intensity setting, press fire button to confirm.
Pressright and left buttons to switch among below 4 modes. In user mode,

press fire button to switch among each setting columns. Press right and left

buttons to adjust the wattage. After setup is completed, press fire button to

switch to“EXIT”. Press right or left button to confirm.

Norm Mode: Maintains the currently set power.
Hard Mode: 30% higher than the currently set power.
Soft Mode: 20% lower than the currently set power.

User Mode: Customize the power output for the first three seconds of each
puff, with each setting column representing half a second.

GeniePD270/ 12
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5. Temp Mode

Ni/Ti/SS/TCRM1/TCR M2

In the main menu, switch to“T"setting, press fire button to confirm. Press
rightand left buttons to switch among Ni/Ti/SS/M1/M2 modes. Press fire
button to confirm. Press right button, when“W"flashing, press right and
left buttons to adjust wattage. Press left button, when“°F” or“°C”flashing,

pressright and left buttons to adjust temperature value.
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The temperature unit will cycle
between °F and °C when the minimum
or maximum temperature is reached.

_ =1
I 1111) . I 1111) . [CI1111) . (mEmmE} [E
Tl SS M1 M2
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In the temperature control mode to replace
the heating wire, when the new heating wire
resistance and the previous heating wire

resistance difference greater than or equal to

0.20hm, the screen appears the following tips.

Press + to choose and confirm new coil.

Press - to choose and confirm same coil.

New coil:
0.15Q
=

Same coil:

0.36Q

6. TCR Mode (M1, M2)
With the TCR (Temperature Coefficient of Resistance) function available now,
you can customize your temperature control coils(Ni, Ti, SS) on your own. In
the main menu, switch to“T"setting, press fire button to confirm. Switch to

M1/M2 modes. Press fire button to confirm.
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How to set the TCR?

In the main menu, switch to“TCR"mode indication,
press fire button to confirm. Press fire button to
choose between TCR M1, TCR M2. Press right/left
buttons to select certain parameter. After setup is
completed, press fire button to switch to “EXIT".

Pressright or left button to confirm.

» TCRM1:
0.00091

7. Puff counter

In any mode, the screen shows the
number of puffs. If a puff more than
0.8s, it will be recorded as one puff.
The device can remember the value
even if you remove the battery. the
default number is“000". When the
number reaches“999” it will be

cleared automatically.

{— Puff counter
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How to clear the puff value manually?

Press the fire button 3 times in 2s to enter the menu,

choose [=1=¥] Q icon to enter the “PUFF rest”setting,

press fire button to confirm your choice.

Screen Time:

8. Set Light Color
Press the fire button 3 times in 2 s to enter menu,

b

choose ﬂ icon to enter the sub-menu, press +
and - buttons to choose the color of LED light.

Press fire button to confirm your choice.

Some preset colors for you:
RED, BLU, GRE, WHI, COLORFUL

Genie PD270 / 22
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SET COLOLIE

—

Want more interesting colors?

We have two custom setting, C1 and C2. Choose“set color”button to enter to
the sub-menu RGB setting. Thatis a world of colors! In C1 set, Press + and - to
adjust the value from 000 to 255. Press fire button to confirm your choice, and
atthe same time pass on to the next C2 set. After all the set, please press fire

button to switch to EXIT button, press + or - to confirm your choice.

The C1and C2 color values will be saved automatically, and the next time you

can choose the color you set just by choose C1 or C2.
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9. Set the standby mode

Press the fire button 3 timesin 2s to enter the menu,

choose ==} -ﬁ- icon, use +and - button to

choose”Screen Time”area, there are 4 preset choices,

press fire button to confirm your choice, the screen

ewill enter standby mode at the selected time. [ Screen Time:

10. How to calibrate the resistance?
When the device connected with a new atomizer,
press +and - button at the same time to calibrate
theinitial resistance of the new atomizer.
We recommend to calibrate resistance in
temperature control mode, you can make the
temperature control more accurate, please note
that this operation requires heating wire cooling

toroom temperature.
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11. Upgrade operation 12. How to charge by USB?
Connect the device toa computerviaa USB cable, When the voltage is lower than 3.3V, the display will show “Low Battery”, then

press +and - button together and press fire button you need to charge the device, please connect the device through the USB

atthe same time to enter the upgrade process. cable to the computer or power adapter.

Then release the + and - button first, release the 1,inthe charging process, the red lightis bright, full power will go out

fire button later, Upload the latest firmware, until 2,inthe charging process, the battery voltage is lower than 3.2V, the device
the upgrade operation is completed, press the + isturned off.

and - button to reset, the device can work properly. 3,can notvape during charging

(If the device not be used for along time, please charge every 30

to 60 days to make sure battery life.)
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PCETOOHOT

13.Malfunction

Indication and Protection

PCB temperature overheat protection:

When the temperature of device is too high,
the output will shut off automatically and the

screen will display “PCBTOO HOT”

Low power alert:
When battery voltage is below 3.2V, the
device shows” LOW BATTERY "

Low
BATTERY
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PCB Atomizer short-

circuit protection:

When atomizer short-circuit occurs,

the OLED screen will display “SHORTED”

SHORTED

No Atomizer:
when no atomizer connect,the

device will display”“No atomizer”

!
ATOMIZER
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Low resistance protection:

When the resistance is lower than
0.060hm, the OLED screen

will display “OHMS TOO LOW".

OHMS
TOO LOW

OHMS
TOO HIGH

When the resistance is higher than
3ohm, the OLED screen will
display “OHMS TOO HIGH".
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DO NOT USE BATTERY WITH BROKEN WRAPS

No Insulation Skin of

No insulation Skin the Positive Pole

|©>|
—

Qualified Battery No Insulation Skin of Damaged Insulation
the Negative Pole Skin of the Positive Pole

Warnings

1. Please read the manual carefully before use

2. Please do not keep the ejuice inside the atomizer if the device is not going
to be used foralong period

3. Please take out of the battery from device whenit's not used for along time

4 . Please keep the device away from children,pregnant women,and minors

(under 18years of age)

DOR®O®
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FRTAR:

1JOY Genie PD270 2 1JOY Hiie i —RBIFRIKER T, MERIRK
Kz, EWRAKRE, BANOLED BRE, 234 WAIIX, BHEH.
BIEER, FHWX/RE/TCR/BREEXNSESMER, STHARITEW
&, XIFUSB R, AR, BREEFES, SMURE, SRKE, REME,
ENMNERNBHEMILEN, WERRIZER LED A7, JLIBERER

BE. B, % 4, NERE, AMUER, ITRKERE, BEEMm%S
RS, ENEERGREKLEDENT, ITMHFRE, REMMIRRE. &
B iih&ipHEaIMTs 20700 Bith, SfMNFA, WMHROMAKNE, B
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Famiig:
o RERT:0.96"OLED.

o EHRT:43*45*88mm/1.69*1.77*3.46 inches.

o HIHINE: bwatts—234watts.

o HIHEE: 1.0Volts—8.0Volts.

o HIHER: 1.0A-50A.

o BIZBME: 300-600°F/ 150-315C

WEEXZIFENEREETEE: 0.050hm-3.00hm
BERLHRER: 95%.

PKF N RERBR REARE

BEEhRERX: BT /-8

BE4FR: 5.

WHER: hERARAR/AEMASHRN AR B E XE
Eith 2R, W 20700/ W 18650 Eith
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Rk A:
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3.EHThEE

HANERS
FIURST, Bk 3 TAX R
ANEFS, BIHREOEEE (B 4
=7 §2) EREmEZEDGR, EE
FRAGRIBA, BIAHARER.

m hERET NIETIESS | MT§M2 | Exit
B cmokme B reuames

feRe{:¥d TCRM1|TCRM2iZE

VRO Setig® (2® iTROH, BFE)

GeniePD270 [ 46

Genie PD270 / 47




4. ThEFEX
2S WRIERE 3 FRUkEE, HAERE, BUEANRRINRE “ "
RLAX@BWAGRAHANEREN, DEEXTIBIET “+7 “-7 #%
LEREE SN

NERXNBERE

FEERBF, RE E , BRXEBARITHNZER . BERES
47T REILUE 4 MERZ B, EREERRKRIIA.

o EMEI: HARBERARIRENIEE

o ENERNX: EEHHBREERRENINE
@R E E18hn 30%

o RMRN: RERHEREERRENINER
#saE LS 20%

(NORM g — st
(HARD §— &7zt
FaEs
(USER §— Pt
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APREX: AHEREBFRIHR
18, APERAFEREEEY D D u
Al 3 AU TIERER, ton, B =

SO, BB A TR H i I
FF, TTUSRE 18E; ZRi

LEXIT 2
AOBEN, BESHATENE
P, TSREE 285, 360

USEYT mode

mmgERPRR

APERX—HE 6 KeeEE, BRESENRFT 0.5S WIIFHE, B&REE
B EM—MERRARE 10% WIRE, LEEREREENPEVE, =
R RS HARENDAE, BE+/-RENED— P EEER, KFZ
TYERTERAITH R IR NG 10%, RETTEIE R K RIBIARN AT B E T —
MNREEIE, OREHE, RETERD (SKERE) , ARZ+/-8, BEE
FERE.

Genie PD270 / 50

Genie PD270 / 51




5. REER:
Ni/Ti/SS/TCRM1/TCRM2

EERBIGE ¢ -I-A 7, BREKEFIAGREHNREER. RER “+7
“=7 RIENI/TI/SS/ITCRM1/TCR M2 X Z [E1111%, iEEFE A KBIEIA
BORT#ENIIRUAER

HNRSERE, R+8, DRGSW FFEME, WWHTLUBERE +/- %
SRIGO/MEEINREE, FIF AN

HNREERE, B0, REGS F/C FavkE, W AT LU ZAE +/- %
EREIR BRI, BRI
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FHCZENERDER: HEEFAF
HIEA(E (600F ) HIRTR, RFEiz

RLEMHFNCHRIME (150C) Bt
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I |

LIES“F LIES“F I-IES"F I-IES"F

_ =1

I 1111) . I 1111) . [CI1111) . (mEmmE} [E
Tl SS M1 M2
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EREEA TERE AL,
(FrigpkBe 52 IR RLBERE
KFHEF 0.20hm, BEEILITRER )
“+7 SHEREMRRLEE
‘=7 SRERZBIRRLEE

1B+ SR HIAN B
17 - EEHIAZ A %E .

New coil:
0.15Q
=

Same coil:

0.36Q

6.TCR =X (M1,M2)

7 TCR st (FABEMBERSY) , AFAPREECHERED
(NI,TILSS) »

wxracpmes W7 macmAEARSE, HEM %
E M2, BEEEAXRTHNZER

GeniePD270 /56

GeniePD270 /57




n{Iig & TCR?

HEAN “TCR” #EXE, HAXE%EETCRM 5 » TCRM1:
TCRM2, @idirEr “+7 “-7 @f@ATHs54E, 0.00091
WEREERAKNEN®RE “EXIT” , BEETARE W

HEARRTHEIA, 0.00103

[EXIT]

78RO

EREEAERT, ERRHLER
WAOH. &5—OmmRKRY
0.8%, #awicRA10. ENEH
21ZT08e, ENMEREN AR
TLBEE. MAEKIERE 000" , X
OXMRiHAF “999” /7, RHLH

HEF.

oo

UosF

(IEEEE} A

F—igkOH%
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8IEHITARE
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E.255] 25E]

SET COLOLIE

1 EXIT

n{mik BEC1FC2/ B IH?
ERFITHREER, ATAFECRERE (C1,C2) , HEXEHRHR
E ﬁ , RAMEHNITHIREER, & “+” 21482 “SET COLOUR”
BEHABEREES, & 7 @M ‘- B/ eM, 55000-255
ﬂlmﬂv,&i%EF&EXi@w AT BERE, KRBT
, BEKRESLARE EXIT” , BELT 47 8% - @, BImEL
ﬁ;-:ca BEXENSESANREANCIMC, EEHEN, THERE
C1mEC2, HRECREFNEME.
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9.1t B Z R A
2S MthiEE 3 FAKEH AT S,

- FAEeY reEiaTRe, A

“+7 gEFN ‘-7 $2i%E “ScreenTime”
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AEEERERER.

PUFF

Screen Time:
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10. R EH fiThEE

HEE— MBS, BERE 47 R
LSRR S0 AAE (—RER
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MERLSHEZBRS! | 1)
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11. USBH & Ih Bk
EEBMUSBE, SRE 7 ‘7 B ER
WEN, BRTAKE, RREEQRFF +7
BAEE, BT AR USB FHRIER,
1T7F PC B FHR I LIS RTMRRTLE, &
FHRIBIERARE, BEHET “+7 “—" g8,
REBRFANARESTE, SHENFR
5eHk.

12. AR

HBERTF 3.3VE, BRERERLowBattery, LRI EEANENFTE,
EEREEAN USB & FHELERBRTE .

1. ERBRETLAERBETNTKS, RBBERT K,

2. REBRETEBIBMBERT 3.2V, TiEFN.

3. TR ERLIF A

&iE: MKEAERNE, BESR30-60KF KRB,
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13.MEET R AR
PCB #REIS BRI :
L TIERETE, HRPEN, &
GREDDFDEGE, BFRLIER,
“PCBTOOHOT”

{RFBIREE

LEWEBEERTF 3.2VE, EBRES
2~ “LOWBATTERY” , ULARTZEEH
BithFEE

Lou
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HER

PCETOOHOT
PCBiRIREITH
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SHORTED
ki

EURIEHERF:
HEUBRRLEEREN, OLED B RE
2127~ “SHORTED”

TERRE
LBPEREEREUSRNERTER
ZH, ENEFESRESR “NOATOMIZER”

i
ATOMIZER
TEHE
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RRERIF

LfERENERMEERET 0.060hm,
REcBmiELY, OLED BRFR
& “OHMS TOO LOW”

OHMS
TOO LOw
PRI AE

SIRIREE

LEAENREMBEERT 3ohm, R
SZeBmEELY, OLED BxFRE
“OHMS TOO HIGH”

OHMS
TOO HIGH
FREDS
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BTt IReERSE  ERESERIR

2

1 (ERRIEFEIDEBFFM.

2 MNRKIFAIZIRE, BFRUSEHEE, URIRHSRIENARES.
SMRKMTMZIRG, ERHBM, FREETER. RiRkET.
4 BRI B LEMMAMS, 2ERKREA (KF18

) BILER.
ONDEORCY

GeniePD270/ 74

GeniePD270 /75




	页 1
	页 2
	页 3
	页 4
	页 5
	页 6
	页 7
	页 8
	页 9
	页 10
	页 11
	页 12
	页 13
	页 14
	页 15
	页 16
	页 17
	页 18
	页 19
	页 20
	页 21
	页 22
	页 23
	页 24
	页 25
	页 26
	页 27
	页 28
	页 29
	页 30
	页 31
	页 32
	页 33
	页 34
	页 35
	页 36
	页 37
	页 38

